
Bomb Calorimeter – HFO Testing

Chemical Lab – IQC of Raw Materials



Chemical Lab – IQC of Raw Materials

Weighing Scale for trace elements HFO Moisture Analyser

Lab Analysis 
Weighing 
Machine

For Weight Calibration



Chemical Lab – IQC of Raw Materials

Electric Furnace Density Comparator



Sieves

Chemical Lab – IQC of Raw Materials

RM Grain Size Analysis

Stereo Microscope



Quality Assurance – IQC of Packing Materials

Bursting Strength Tester Moisture Tester



Polariscope for Inspection of Annealing Grade

Quality Assurance



Digital Height Vernier Gauge AGR Digital Glass Wall Thickness 
Tester

Quality Assurance



AGR Coating Testing 

Hot End Coating Thickness Tester

Quality Assurance

Lubricity Tester System

Tilt Angle Testing Machine



Caneed Verticality Measuring Inst.

Quality Assurance

AGR Impact Tester

Minimum Impact 85 cm/sec



Filling Line Simulator

Quality Assurance

Ramp Pressure Tester

All Liquor bottles subjected to pressure test



Automated Thermal Shock Testing Bath

Quality Assurance



Quality Assurance

Job Cards Display Board



Process Control - RONDOT Blank Temperature Measurement HHT

To Check and maintain optimum Blank Skin temperature for Glass thickness.



Statutory Compliances : ISO 9001:2015



Statutory Compliances : Food Safety Certification FSSC 22000



Statutory Compliances : OSHAS Policy



Statutory Compliances : Hygiene Policy
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